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mxmm CERIIFICATE OF CONFORMITY

Cert. No.: CNEx15.1692X

Manufacturer Cable Managements Products Limited.
(Address; Station Road, Coleshill, Birmingham, B46 1HT, United
Kingdom)

Name of Product Cables glands

Type of Product EX..C1, EX..C3

Marking ExdIIC Gb
Ex e lIC Gb
. Ex tD A21 IP66/68
Standard =
Drawing No. KA3-EX.02

The drawings, technical documents and the samples are verified and certified according to standard(s) for
safety as below:

(GB3836.1-2010 Explosive atmospheres Part 1: Equipment-General requirements

GB3836.2-2010 Explosive atmospheres Part 2. Equipment protection by flameproof enclosures "d"
(GB3836.3-2010 Explosive atmospheres Part 3: Equipment protection by increased safety "e"
GB12476.1-2013 Electrical apparatus for use in the presence of combustible dust -Part 1: General
requirements

GB12476.5-2013 Electrical apparatus for use in the presence of combustible dust Part 5:
Protection by enclosures "tD"

Note See Annex(1 page).
Valid Date From Jun 15, 2015 to Jun 14, 2020
Issue Date Jun 15, 2015
Director
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CHINA NATIONAL QUALITY SUPERVIS lih \\%"FFSTHC‘E\TRE
FOR EXPLOSION PROTECTED ELE 'FRJC AL PROQHCTS

cQsST Address: No.20 North Zhongjing Rd, Nanyang, Herfap(473008), P, Ruﬁnd
NAN YANG
Tel: 0377-63258564 Fax: 0377-63208175  Htip: mnmhm éx.com

Note: This certificate is only valid for the products which identify with the samplels) tested and verified. Holder(s) of this certificate have the
responsibility to ensure the products complying with relavant standard(s).
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gxpm  CERTIFICATE OF CONFORMITY

Cert, No.: CNEXx15.1692X
Annex Page 1 of 1

1. This product have obtained IECEXx certificate, Cert. No.. IECEx CES 13.0014X.

2. Special conditions for safe use:

1) The coupling of the cable glands with the enclosures shall be made as indicated
by the manufacturer in the documents annexed to this certificate in order to
respect the type of protection of the electrical apparatus on which cable glands
are mounted.

2) The cable glands shall be mounted at the electrical apparatus in such a way that
accidental rotation and loosening will be prevented.

3) The cable glands shall be installed in such a way that the temperature at the
mounting point will remain within the following service temperature ranges:

-40°C to +100°C with inner sealing rings made of Chloroprene (Neoprene);
-60°C to +130°C with inner sealing rings made of Silicon rubber;
restricted up to -20°C for cable glands made of galvanized carbon steel.

4) The degree of protection IP 66/68 according to GB4208 standard will be
guaranteed for the cable glands if the holes into which cable glands are mounted
are suitably sealed. To this scope the correct positioning of the gaskets (for
cylindrical threads) or the application of sealant on the threads (for tapered
threads), shall be done as indicated in the manufacturer instruction.
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Note: This certificate is only valid for the products which identify with the sample(s) tested and verified. Holder(s) of this certificate have the
responsibility to ensure the products complving with relavant stundard(s).



